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Features Specifications 

» PVC and Aluminum Profiles are 
   Milled with Carbide Tipped Cutter  
   Stacks  
» Fiberglass Profiles are Milled with a  
   Diamond Coated Shaper Wheel.  
» Custom Hard Coat Anodized  
   Nesting with Optional Fixture  
   Change Out 
» Pneumatic Horizontal and Vertical 
   Clamping System Activated by 
   Air/Oil Cylinder  
» Manually Adjustable Flow Control 
   On Cutter Stroke Cylinder 
» Top Guard Unit Opens for Fixture/ 
   Cutter Stack Change 
» Heavy Duty Welded Steel Frame 

» 4 HP (3400 RPM) Motor 
» Cutter Stack or Diamond  
   Shaper Dimensions:  

 Height: 6” 
 Diameter: 12” 

» THK Linear Bearings and Rails 
» Chip and Particle Diverter to 3” 
   Vacuum Port 
» 1/2” Filter/Regulator with OSHA 
   Compliant Lockout/Tagout 
» Allen Bradley Electrical Cabinet 
   and Components 
» Complete Manual Including  
   Electrical and Pneumatic  
   Schematics 

Check Us Out 

Air Over Oil Feed End Milling Machines 
for Milling any Profile of PVC, 

Fiberglass or Aluminum 

http://www.kentautomation.com/

